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GENERAL NOTES:
1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO | souishors:
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

2. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE
SHA ENGINEER.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
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CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. EEEI\F{ISS'{IEARM (ACROSS MD 174) g;%
4. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE. EIENLEPHONE ggj:g:
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NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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g SPECIAL NOTE:
A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. (NOTE: SHA 5 ’ Ly ) . INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
EE?EE%I%HAEEU?E&ER%T CONTROLLER EQUIPMENT TO OPERATE VIDEO x EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN.
, o ; INTD HANDHOLE.
B. USE EXISTING CONDUIT.
C. USE EXISTING HANDHOLE.
D. USE EXISTING MAST ARM AND INSTALL OVERHEAD VIDEQO DETECTION CAMERAS STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
MOUNTED ON MAST ARMS AS SHOWN. oD NO: XX353-16 sm STATE HIGHWAY ADMINISTRATION
E. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. SHANO: AAB16AS7/K57 | OFFICE OF TRAFFIC & SAFETY
£ INSTALL HANDHOLE. _g': o f:;g:";’:;jt Rd, Parke West TRAFFIC ENGINEERING DESIGN DIVISION
- MD 174 (QUARTERFIELD RD) @ PARKE WEST DR /QUARTERFIELD PARK RD
G. INSTALL NON-IVASIVE MICROLOOP PROBE SET WITH 1,000 FT. LEAD-IN IN PROPOSED -
3 IN. CONDUIT (IN THRU LANES ONLY). GLEN BURNIE, MARYLAND
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K. ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES S5 S0 STORM DRAIN S =t (] pesineD BY COUNTY Anne Arunde
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